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Imagine the perfect polycarbonate enclosure. It would be durable, non-
corrosive, efficient and amazingly impact-resistant. With the new 100% 
polycarbonate Impact series, Integra continues its leadership as an 
innovator in non-metallic enclosures.

    Created to provide an all-polycarbonate solution, free of metallic hinges, screws 
or fasteners, this new customizable design offers a superior degree of corrosion-
resistance. It’s unibody, molded construction delivers both strength and durability, with 
an amazing degree of impact resistance. Interior mounting provisions provide flexibility 
for electronic or electrical components.

    The Integra Impact is as efficient as it is durable. Its design features integrated 
hinges, so there is no additional hardware to install. The symmetrical construction 
means the enclosure can be flipped right or left for proper door opening.  Mounting feet 
are also molded right into the enclosure, so the enclosure comes ready to mount right 
out of the box - saving time, labor cost and reducing the need for additional hardware. 
There are also standard back panel and DIN mounting provisions. And best of all, the 
pre-integrated hardware eliminates the need to penetrate the enclosure, improving 
water-resistance.

    Strength, durability and security are keys to the new Impact line. Strong, 
polycarbonate construction - four times more impact-resistant than fiberglass with 
superior UV characteristics - withstands extremely high levels of impact. And an 
integrated pad lock provision keeps components free from tampering or vandalism. 

    The Integra Impact is available in standard or 
customizable sizes. It can be easily modified, without 
the mess of fiber dust like other forms of non-metallic 
enclosures. Or you can also specify a pre-engineered 
viewing door or silkscreen. To learn more, contact your 
local Integra representative, or call us at 440.269.4966.

The advantages of the new Integra  

Impact enclosure series set a new 

standard for polycarbonate enclosures.

n	The first 100% polycarbonate hinged 
enclosure - no inserts or steel 
latches or hinges

n	Four times more impact-resistant 
than fiberglass with better  
UV characteristics

n	More cost-efficient since there is no 
preparation, assembly or hardware to 
be added to the enclosure

n	Clean, attractive design perfect 
for a variety of applications

n	Simple ordering and pre-
assembled right out of the box

n	Integrated mounting flange
eliminates additional hardware

n	Built-in latching/padlock provision

n	Easy-to-remove front door

n	Standard back panel and DIN 
mounting provisions

IMPACT SERIES
UNIBODY POLYCARBONATE ENCLOSURE

TAKES AN IMPACT. MAKES AN IMPACT.
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INTEGRA IMPACT SPECIFICATIONS
 Material: Polycarbonate
 UL-50 / c-UL Listed (file# E207562) 
 Instrumented dart impact rating: 565
 UL flame rating:  UL94 - 5VA
 UV rating:  UL - F1

Part Number  Description  Size
P9082HFLL  Impact Line/Opaque Hinge Cover Flange/Locking Latch  9”x8”x2.45”

P9082HCFLL  Impact Line/Clear Hinge Cover Flange/Locking Latch  9”x8”x2.45”

SP6043HFLL  Impact Line/Opaque Hinge Cover Flange/Locking Latch  6.5”x4.5”x3.5”

impact
Features and Benefits
	The first 100% polycarbonate hinged enclosure - 
no inserts or steel latches or hinges
	Four times more impact-resistant than fiberglass 
with better UV characteristics
	More cost-efficient since there is no preparation, 
assembly or hardware to be added to the enclosure
	Clean, attractive design perfect for a variety 
of applications
	Simple ordering and pre-assembled right out of the box
	Integrated mounting flange eliminates 
additional hardware
	Built-in latching/padlock provision
	Easy-to-remove front door
	Standard back panel and DIN mounting provisions

c
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UL Types
2, 3, 3R, 3S, 4, 4X, 5, 6/6P, 
12 and Marine Use; IP 68 Contact Factory 

for Details
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